
VALERE 

Antibacterial stain-resistant fabric
Suited to healthcare environments
Standard 100 by Oeko-Tex® certified, free from
harmful substances
Washable up to 72°

APPLICATIONS

FABRIC PROPERTIES FEATURES / TECHNICAL PROPERTIES 

WASHING INSTRUCTIONS 

-0.5%  -1% -1.5%  -0.25%   

FIRE PROTECTION
Class 1 (EN 13773)
Class 1 (UNI 8456)
Type B (BS 5867-2)

• 
• 
• 

• 

Semi transparent

Polyester

115 g/m²

0.19 mm

205 cm

210 cm

5

Flame retardant

Antimicrobial

Applicable in humid areas

Suitable for Wave

Oeko-Tex

Special colours from 500 m

More information
silentgliss.com 



Valere 

Colour               

100 32.7 32.1 63.2 4.7 2.6 0.54 0.39 

298 17.6 27.4 53.3 19.3 9.5 0.60 0.43 

301 23.3 29.4 60.7 9.9 10.7 0.56 0.40 

302 24.5 26.4 55.6 18.0 8.7 0.58 0.42 

345 30.0 29.6 61.1 9.3 8.3 0.55 0.40 

Visible light transmission 

Solar transmission 

 Solar reflectance 

 Solar absorption 

 UV transmission 

 Shading factor 

 Total g-value 

Fc + gtot: Value calculated with glass: 0.72 / Ug = 1.6 W/m² K, DIN EN 13363-1 

100 298 301 302 345

Colours shown are not binding 

OPTICAL AND SOLAR COEFFICIENTS (± 5%, DIN EN 410)
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